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T2 FG 35/40 MHz

12/9/0 35 MHz NC No. F 8059
12/9/0 40 MHz NC No. F 8060

12 Kanal Computer-Fernsteuerung im Hand-
sender - Design. Modernste RC-Anlagen-
Technologie formschon und ergonomisch
verpackt . Alle Bedienelemente sind perfekt
angeordnet und tragen zum eleganten
Gesamteindruck bei.

* Der groBe, reflektive LCD-Grafik-Monitor mit
255 x 96 dot’s ist die Schaltzentrale der
Anlage.

* Modelleinstellungen werden Uber den 3-D-
Hotkey, unterstttzt von der grafischen
Oberflache, vorgenommen. Meniifiihrung
und Programmierung sind identisch mit der
T14MZ Anlage.

» Auswahl des Modell- und Flachentyps,
wodurch automatisch die erforderlichen
Mischfunktionen und die Reihenfolge der
Steuerfunktionen konfiguriert werden.
Einfacher geht es kaum noch.

¢ Das neue PCM 2048 System bietet 12
Kanéle mit einer Auflésung von 2048-
Schritten und ist um ca. 40 % schneller als
das bisherige Spitzensystem PCM 1024.
Quasi eine Echtzeit-Steuerung.

* Die Modulation ist umschaltbar und kompa-
tibel zu PCM 1024 9-Kanal und FM (PPM) 8
Kanal. ”

* Frequenzsynthesizer mit WFFS Ubertragung
(G3). Der Sender ist mit 4 Analog-Drehge-

bern und 8 Schaltern sowie 6 Trimmtastern
bereits voll ausgestattet und benétigt kein
weiteres Zubehor.

Lieferumfang: Sender T12FG voll ausgestattet
* Hf-Modul MZ-FM

* Senderakku 6-1700 mAh

* Netzladegerat 230 V Tx/Rx

* Empfénger R 149 DP

* Schalterkabel mit Ladebuchse

T2 FG 35/40 MHz

12/9/0 35 MHz NC No. F 8059
12/9/0 40 MHz NC No. F 8060

12-channel computer radio control

system in hand-held form.

The very latest RC system technology in a stylish,
ergonomically efficient package. All the controls are
perfectly arranged and positioned, and make an
important contribution to the overall impression

of elegance.

* The large, reflective graphic LCD screen, with a
resolution of 255 x 96 dots, is the control centre of
the system.

* Model settings are entered and adjusted using the
3-D hot-key, supported by the graphical user
interface. The menu system and method of
programming are identical to those
of the T14MZ system.

* When the model and wing type are selected, the
software automatically configures the appropriate
mixer functions and sequence of control functions.
It simply could hardly be easier.

* The new PCM 2048 system offers twelve channels
with a resolution of 2048 steps, and is around 40%
faster than PCM 1024, which was the previous
top-level system. This amounts virtually to
real-time control.
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Technische Daten: Sender T12FG
Funktionen: max. 24 / 12 Servos (G3)
Frequenzband: 35 /40 MHz
Frequenzkanéle: 20 (+10), 22

Ubertragungssystem: FM 8-12 Kanal/ PCM 1024
9-Kanal / PCM 2048(G3)

12-Kanal
Kanalraster: 10 kHz
Stromversorgung: 72V
Stromaufnahme: ca. 40 /300 mA
Abmessungen: 185 x 200 x 80 mm
Gewicht (mit Akku): ca. 800g

Specification: T12FG transmitter fully equiped

Functions: max. 24 / 12 servos (G3)
Frequency band: 35 /40 MHz
Spot frequencies: 20 (+10), 22

Transmission system: FM 8-12 channel / PCM 1024
9-channel / PCM 2048 (G3)

12-channel
Channel spacing: 10 kHz
Power supply: 72V
Current drain: approx. 40 / 300 mA
Dimensions: 185 x 200 x 80 mm

Weight (incl. battery): approx. 800 g

* The modulation is switchable, and compatible
with 9-channel PCM 1024 and 8-channel FM
(PPM) 8. Integral frequency synthesizer with
WEFFS (G3) transmission.

e The transmitter is fully expanded as standard,
with four analogue rotary controls, eight switches
and six trimmer buttons, and requires no

additional accessories.

Set contents: Transmitter T12FG

e RF-Modul MZ-FM

* Transmitter battery 6-1700 mAh

* Plug in wall charger 230 V Tx/Rx

* Receiver R 149 DP

e Switch harness with charging bush
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